i ppin oo hydraulic servo unit MK 2A [ea 1]

hydraulic servo units

i Introduction . Vacuum Connections
The Mk 2A Hydraulic Servo unit and Powerstop has been The vacuum hose connection on Mk 2B units is in the
completely superseded by the Mk 2B unit. To save space vacuum shell and not, as with Mk 2A in the hydraulic
therefore this manual page does not describe and illustrate how body. It is therefore expected that the vacuum hose will
the unit works, but does provide the necessary Servicing, need to be longer. A longer length of hose than the one
Testing and Fault Finding information. originally fitted should therefore be obtained from your
- Girling distributor.

Servicing NEVER FIT HOSES MADE FROM SPURIOUS
After 64,000 km (40,000 miles) or three years, whichever is MATERIALS. USE ONLY THE RECOMMENDED
reached first, the Mk 2A unit should be replaced by a new PARTS.

gl_Jaranteed Mk 2B uni'_c. Alternatively, it shou_ld be completgly In cases where banjo unions having a metal vacuum
dismantled and examined to see that the internal working supply pipe are used, the pipe should be cut and a

surfaces are in perfect condition. Provided the parts are in

o : itable length of vac ipe installed.
perfect condition, new seals and gaskets can be fitted from b vigst] 9T VERUUITL pipe Ssae

the relevant Girling Service Kit: the unit will then be satisfactory It is important to note that most Mk 2B units are fitted
for a further period of service. Where doubt exists concerning with a non-return valve. However, where vacuum tanks
the condition of the parts, the unit should be scrapped and a are part of the installation, it is ESSENTIAL that
new guaranteed Mk 2B unit should be fitted. another non-return valve is fitted between the tank and
. : the engine.
The vacuum pipe and filter element should be renewed when
the unit is replaced or overhauled. In between service periods, IMPORTANT: THE MK 2B NON-RETURN VALVE
the filter element should be changed whenever new brake IS WHITEIN COLOUR. SOME UNITS INCORPORATE
e BE REPLACED BY A WHITE NON-RETURN VALVE.
ismantling & Reassembly e | . Vacuum Shell Clearance
fitting mstructu_:)n provided in the relevant GIT'I!’IQ SBFV.ICE' Because the crimp band makes the Mk 2B unit slightly
It giVES full details of thE.COFI’ECt pFOCEdUFE for dlsmantllng blgger 0\191’3“, modifications may be necessary on some
.a”d reassembling Mk 2A units. installations. In some cases, the fitting of spacers between
_ _ the unit and brackets, would make alterations to the
Replacing a Mk 2A Unit brackets unnecessary. |

When replacing a Mk 2A unit with a Mk 2B unit, as the

illustration shows, the two units are slightly different in shape 4 difficult : Sark. Ik s bt dilet
and therefore minor modifications may be necessary on some S il L R T i e Tl e e e
contact Girling Technical Service Department.

installations. The changes fall into two categories:- |

In conclusion, any installation changes will be relatively simple
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